Nr. Gr. | Apz. | Nr. | Apz. | Nr. Tips Nosaukums lzmérs Meérv. | Skaits .m_m_&._wrm RazZotajs
p.k. jauda (kW)
12| 50(TK o|v 201|495A 150 C 66 Aizbidnis "Butterfly" DN150 PN16 gab. 1 ZETKAMA
13| 50[TK o|v 202|495A 150 C 66 Aizbidnis "Butterfly" DN150 PN16 gab. 1 ZETKAMA
14| 50[TK o|Vv 203|R850X025 Lodveida ventilis vithu G1" Il PN16 gab. 1 GIACOMINI
15| 50[TK o|v 204|R850X025 Lodveida ventilis vithu G1" Il PN16 gab. 1 GIACOMINI
16| 50(TK o|v 205|495A 150 C 66 Aizbidnis "Butterfly" DN150 PN16 gab. 1 ZETKAMA
17| 50[TK o|v 206|495A 150 C 66 Aizbidnis "Butterfly" DN150 PN16 gab. 1 ZETKAMA
18| 50[TK o|Vv 207|R850X025 Lodveida ventilis vithu G1" Il PN16 gab. 1 GIACOMINI
19| 50[TK o|Vv 208|R850X025 Lodveida ventilis vithu G1" Il PN16 gab. 1 GIACOMINI
20| 50(TK o|v 209|495A 150 C 66 Aizbidnis "Butterfly" DN150 PN16 gab. 1 ZETKAMA
21| 50(TK o|v 209|495A 150 C 66 Aizbidnis "Butterfly" DN150 PN16 gab. 1 ZETKAMA
22| 50|TK olv 401(910.11 Adatu varsts vitnu manometram G1/2" A-1 PN250 gab. 1 WIKA
23| 50|TK o|v 402(910.11 Adatu varsts vitnu manometram G1/2" A-1 PN250 gab. 1 WIKA
24| 50|TK olv 403(910.11 Adatu varsts vitnu manometram G1/2" A-1 PN250 gab. 1 WIKA
25| 50|TK olv 404(910.11 Adatu varsts vitnu manometram G1/2" A-1 PN250 gab. 1 WIKA
60. grupa. Udens apgade

1| 60|U o|Vv 201|R850X025 Lodveida ventilis vithu G1" Il PN16 gab. 1 GIACOMINI

2| 60|uU o|Vv 202|R8541.X025 Lodveida ventilis vithu G1" Il PN16 gab. 1 GIACOMINI

3| 60{uU o|v 203|R850X023 Lodveida ventilis vithu G1/2" -1 PN16 gab. 1 GIACOMINI

4/ 60|U o|v 204|R850X023 Lodveida ventilis vithu G1/2" -1 PN16 gab. 1 GIACOMINI

5 60|U oV 501|Zeparo ZUT15 Automatiskais atgaisotajs G1/2"1 PN10 gab. 1 IMI PNEUMATEX

70. grupa. Kimiska adens sagatavosana

1| 70|U 0|PI 101{111.10 HP100 Manometrs 0...6 bar G1/2"A gab. 1 WIKA

2| 70|U 0|PI 102|111.10 HP100 Manometrs 0...6 bar G1/2"A gab. 1 WIKA

3| 70{U o|v 201|R850X024 Lodveida ventilis vithu G3/4" |-l PN16 gab. 1 GIACOMINI

4 70|U o|v 401(910.11 Adatu varsts vitnu manometram G1/2" A-1 PN250 gab. 1 WIKA

5| 70(U olv 402(910.11 Adatu varsts vitnu manometram G1/2" A-1 PN250 gab. 1 WIKA

Papildmateriali (daudzumu precizét montazas vieta)

1 EN-10216-2 Caurule (materials P235GH) J168,3x4,5 m 20

2 EN-10216-2 Caurule (materials P235GH) @139,7x4,0 m 24

3 EN-10216-2 Caurule (materials P235GH) J114,3x3,6 m 6

4 EN-10216-2 Caurule (materials P235GH) @88,9x3,2 m 8

5 EN-10216-2 Caurule (materials P235GH) J76,1x2,9 m 10

6 EN-10216-2 Caurule (materials P235GH) @60,3x3,2 m 6

7 EN-10216-2 Caurule (materials P235GH) D42 ,4x3,2 m 6

8 EN-10216-2 Caurule (materials P235GH) @33,7x3,2 m 42

9 EN-10216-2 Caurule (materials P235GH) J26,9x2,6 m 6
10 EN-10216-3 Caurule (materials P235GH) @21,3x2,6 m 6
11 EN 1092-1 Type 01A Atloks (materials S235JR) DN150 PN16 gab. 36
12 EN 1092-1 Type 01A Atloks (materials S235JR) DN125 PN16 gab. 6 e S vas
13 EN 1092-1 Type 01A Atloks (materials S235JR) DN100 PN16 gab. 10 ok TALR. 29455017
14 EN 1092-1 Type 01A Atloks (materials S235JR) DN80 PN16 gab. 6 REG. NR. 45403022000
15 EN 1092-1 Type 01A Atloks (materials S235JR) DN65 PN16 gab. 4 PROJEKTA VAD. DATUMS:
16 EN 1092-1 Type 01A Atloks (materials S235JR) DN50 PN16 gab. 2 BOVPROJ. VAD. DATUMS:
17 EN 1092-1 Type 01A Atloks (materials S235JR) DN32 PN16 gab. 3
18 EN 1092-1 Type 01A Atloks (materials S235JR) DN25 PN16 gab. 2 DALAS VAD. DATUMS:
19 EN 10253-2 Type 3D-90°-168,3x5,2 Likums (materials P235) DN150 gab. 8 mwmmﬂ Mw\n_wcm_wnﬂ_zmhwi
20 EN 10253-2 Type 3D-90°-139,7x5,2  |Likums (materials P235) DN125 gab. 5 TALR. 67 514 741, FAKSS 67 514 742 P-17-004.4
21 EN 10253-2 Type 3D-90°-114,3x4,7 Likums (materials P235) DN100 gab. 5 INFO @STRASALV, REG. NR. 40003226022
22 EN 10253-2 Type 3D-90°-88,9x4,8 Likums (materials P235) DN80 gab. 2 PASUTITAJS:  g|A "MADONAS SILTUMS" STADIJA:
23 EN 10253-2 Type 3D-90°-76,1x3,9 Likums (materials P235) DN65 gab. 3 BOVOBJEKTS: (.99 MW SKELDAS KATLUMAJA LAPAS NR: SM-6.1
24 EN 10253-2 Type 3D-90°-60,3x4,3 Likums (materials P235) DN50 gab. 2 OZOLI, LIEZERES PAGASTS, TS
25 EN 10253-2 Type 3D-90°-33,7x4,5 Likums (materials P235) DN25 gab. 20 MADONAS NOVADS )
26 EN 10253-2 Type 3D-90°-26,9x3,3 Likums (materials P235) DN20 gab. 5 RASEJUMS: MEROGS: BM
27 EN 10253-2 Type 3D-90°-21,3x3,1 Likums (materials P235) DN15 gab. 5
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