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1. Siltinajuma sistému izveidi veikt saskana ar Latvijas blvnormativiem, ETAG 004 Adrese: Dzelzavas speciala Riga, Brivibas gatve 249A
sistémas sertifikata turétaja instrukcijam, rekomendacijam par darba gaitu, internatpamatskola; Klavu iela 2, Re§.Nr.40103196966
.. L = iy _ . . . Dzelzava, Dzelzavas pag., ©AIl rights reserved.
#.m::m_om_mxm_mB noradém par materialu iestradi un izmantosanu. Madonas nov., LV-4873 | ®lzmantojams saskana ar autortiesibu likumu
2. Argjo daudzslanu siltumizolacijas sistému atbilstiba Eiropas tehnisko *AR" dalas vad, Gints Zvejnicks 28.05.2014.| Lapas nosaukums:
apstiprindjumu vadiinijam ETAG 004 paredz to kalpo$anu ne mazaku par 25 — .
gadiem. Fasade asis 20-11; Merogs 1:100
3. Siltumizolacijas iestrade fasades fragmentiem pie ieejam un 1. stava [iment Fasade asts 11-10; _
japaredz veikt ar pastiprinatas slodzes tehnologiju (pieméram SAKRET). Fasade asis K-L Stadija | Lapas | Ras.Nr.
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